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(57) ABSTRACT

A method of detecting power of an active touch medium is
disclosed in the present invention. The method includes
capturing an image with an optical signal generated from the
active touch medium, reading a first threshold value, com-
paring an intensity of the optical signal and the first thresh-
old value, and executing a low power mode when the
intensity of the optical signal is smaller than the first
threshold value.

19 Claims, 5 Drawing Sheets
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COORDINATE POSITIONING MODULE,
OPTICAL TOUCH SYSTEM, METHOD OF
DETECTING POWER OF AN ACTIVE
TOUCH MEDIUM, AND METHOD OF
SWITCHING MODES OF THE ACTIVE
TOUCH MEDIUM

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a coordinate positioning
module and a related optical touch system, and more par-
ticularly, to a coordinate positioning module having power
detecting function and a related optical touch system, a
method of detecting power of an active touch medium and
a method of switching modes of the active touch medium.

2. Description of the Prior Art

A conventional optical touch apparatus includes two types
of design. One type of the conventional optical touch
apparatus utilizes the reflection bar or the light guide bar to
detect a moving track of the inactive touch object, such as
fingers, the stylus unable to emitting light, or any other touch
medium, so as to calculate coordinates of the inactive touch
object. The other type of the conventional optical touch
apparatus utilizes the image detecting component to detect
the style capable of emitting the light, and analyzes the
coordinates of the stylus to provide the corresponding opera-
tion command. Generally, the stylus capable of emitting the
light includes a battery to supply electric power. When the
battery is deficient in power, the light emitted from the stylus
is dim, and detection sensitivity of the optical touch appa-
ratus is decreased. Therefore the stylus capable of emitting
the light usually includes a power detecting component to
inspect the electrical quantity of the battery. However,
manufacturing cost of the conventional active radiating
stylus with the power detecting component is expensive, and
volume of the conventional active radiating stylus is huge in
order to accommodate the power detecting component. The
conventional active radiating stylus has drawbacks of expen-
sive cost, enormous volume and inconvenient operation.

SUMMARY OF THE INVENTION

The present invention provides a coordinate positioning
module having power detecting function and a related
optical touch system, a method of detecting power of an
active touch medium and a method of switching modes of
the active touch medium for solving above drawbacks.

According to the claimed invention, a method of detecting
power of an active touch medium is disclosed. The method
includes capturing an image with an optical signal outputted
from the active touch medium, reading a first threshold
value, comparing an intensity of the optical signal and the
first threshold value, and executing a low power mode when
the intensity of the optical signal is substantially smaller
than the first threshold value.

According to the claimed invention, a method of switch-
ing modes of an active touch medium is disclosed. The
method includes receiving an operation command, and
decreasing an outputting frequency of an optical signal
according to the operation command.

According to the claimed invention, a coordinate posi-
tioning module having power detecting function is dis-
closed. The coordinate positioning module includes an
image detecting component and a processor. The image
detecting component captures an image with an optical
signal outputted from an active touch medium. The proces-
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sor is electrically connected to the image detecting compo-
nent. The processor compares an intensity of the optical
signal and a first threshold value, and executes a low power
mod when the intensity of the optical signal is substantially
smaller than the first threshold value. The processor further
compares the intensity of the optical signal and a second
threshold value to determine a rendering region of the
optical signal on the image, and calculates coordinates of the
active touch medium according to the rendering region of
the optical signal.

According to the claimed invention, an optical touch
system is illustrated. The optical touch system includes a
panel, an active touch medium and a coordinate positioning
module. The active touch medium outputs an optical signal.
The active touch medium is movably disposed on a surface
of'the panel. The coordinate positioning module includes an
image detecting component and a processor. The image
detecting component captures the optical signal projected on
the panel and forms an image. The processor is electrically
connected to the image detecting component. The processor
compares an intensity of the optical signal and a first
threshold value, and executes a low power mod when the
intensity of the optical signal is substantially smaller than
the first threshold value. The processor further compares the
intensity of the optical signal and a second threshold value
to determine a rendering region of the optical signal on the
image, and calculates coordinates of the active touch
medium according to the rendering region of the optical
signal.

The optical touch system of the present invention can
utilize the coordinate positioning module to detect the
intensity of the optical signal outputted from the active touch
medium. The optical signal can be visible light or invisible
light. When the image detecting component captures the
image with the optical signal, the processor can compare the
intensity of the optical signal to the first threshold value and
the second threshold value, so as to determine whether the
intensity of the optical signal is sufficient. As the intensity of
the optical signal is sufficient, the processor executes the
coordinate positioning function of the active touch medium.
As the intensity of the optical signal is insufficient, the
processor can switch the optical touch system from several
low power modes, and one low power mode is selected
according to the surroundings, location and personal
demand, such as providing the prompt message with the
power deficiency information, or other methods of extend-
ing the usage time of the active touch medium and econo-
mizing the power consumption. Thus, the optical touch
system, the method of detecting the power of the active
touch medium, and the method of switching the modes of
the active touch medium of the present invention do not use
additional electronic components. The optical touch system
of'the present invention can utilize the existing equipment to
directly detect the power of the active touch medium, so as
to be reference for switching the operational modes of the
active touch medium or providing the prompt message of
battery exchange of the active touch medium.

These and other objectives of the present invention will
no doubt become obvious to those of ordinary skill in the art
after reading the following detailed description of the pre-
ferred embodiment that is illustrated in the various figures
and drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a diagram of an optical touch system according
to an embodiment of the present invention.
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FIG. 2 is an image detection diagram of the optical touch
system according to the embodiment of the present inven-
tion.

FIG. 3 is the other image detection diagram of the optical
touch system according to the embodiment of the present
invention.

FIG. 4 is a flow chart of switching the modes of an active
touch medium according to the embodiment of the present
invention.

FIG. 5 is a flow chart of detecting the power of the active
touch medium according to the embodiment of the present
invention.

DETAILED DESCRIPTION

Please refer to FIG. 1. FIG. 1 is a diagram of an optical
touch system 10 according to an embodiment of the present
invention. The optical touch system 10 includes a panel 12,
an active touch medium 14 and a coordinate positioning
module 16. In the embodiment, the panel 12 can be a normal
whiteboard or a displaying screen. The coordinate position
module 16 is disposed on a corner of the panel 12, and the
active touch medium 14 can be a stylus capable of emitting
light. The active touch medium 14 can move above the
surface of the panel 12 to input a command. The coordinate
positioning module 16 can detect an optical signal S out-
putted from the active touch medium 14, and calculate track
coordinates of the active touch medium 14 over the panel 12,
s0 as to actuate the application program corresponding to the
command according to the coordinates.

As shown in FIG. 1, the coordinate positioning module 16
includes an image detecting component 18 and a processor
20 (in another case, the image detecting component 18 and
the processor 20 may be disposed at different location). The
image detecting component 18 can capture an image with
the optical signal S projected on the panel 12. The processor
20 is electrically connected to the image detecting compo-
nent 18. The processor 20 compares an intensity of the
optical signal S to a first threshold value T1 and a second
threshold value T2. When the intensity is substantially
greater than the first threshold value T1, the active touch
medium 14 is full of power (which means the electric
quantity is sufficient), the processor 20 can continuously
compare the intensity and the second threshold value T2 to
find out coordinates of the active touch medium 14 over the
panel 12. The optical signal S is dim when the active touch
medium 14 is deficient in power. As the intensity is sub-
stantially smaller than the first threshold value T1, power of
the active touch medium 14 is lower than a warning level.
The processor 20 can execute a low power mode to extend
usage time of the active touch medium 14 and to show the
reminder.

For example, the coordinate positioning module 16 can
further include a screen 22 (or a status indicating light)
electrically connected to the processor 20. The screen 22 can
be a small size displaying panel, selectively. When the
processor 20 executes the low power mode, a prompt
message with information of power deficiency can be pro-
vided on the screen 22 to be the reminder. The prompt
message may suggest exchange of operating modes of the
active touch medium 14, switch election of the low power
mode, exchange of storage unit (such as a battery) of the
active touch medium 14, and power charging of the active
touch medium 14. Application of the prompt message is not
limited to the above-mentioned embodiments, which
depends on design demand, and detailed description is
omitted herein for simplicity.
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The optical touch system 10 of the present invention can
further decrease the first threshold value T1 or the second
threshold value T2 when the processor 20 executes the low
power mode. The first threshold value T1 is decreased to
delay actuating time of the low power mode, so as to prevent
the user from being bothered by the prompt message of the
low power mode, which is generated when the active touch
medium 14 is deficient in power and the optical touch
system 10 executes the low power mode automatically. In
addition, though determining accuracy of the rendering
region of the optical signal S on the image by the processor
20 will be decreased when the second threshold value T2 is
decreased, the processor 20 can utilize the new-set lower
second threshold value T2 to effectively analyze a peak of
the optical signal S when the intensity of the optical signal
S is insufficient. Thus, the processor 20 can find out the
rendering region of the optical signal S on the image when
the optical touch system 10 is in the low power mode, so as
to calculate the coordinates of the active touch medium 14
on the panel 12, and to extend the usage time of the active
touch medium 14.

Further, the processor 20 can provide an operation com-
mand when the optical touch system 10 is in the low power
mode. The operation command can control the active touch
medium 14 to decrease an outputting frequency of the
optical signal S, and to decrease an image capturing fre-
quency of the image detecting component 18 accordingly.
The image capturing frequency is decreased to drive the
image detecting component 18 to accurately capture the
image with the low-frequency optical signal S synchro-
nously. Power consumption of the active touch medium 14
can slow down when the active touch medium 14 outputs the
low-frequency optical signal S, so as to extend the usage
time of the active touch medium 14.

Please refer to FIG. 2. FIG. 2 is an image detection
diagram of the optical touch system 10 according to the
embodiment of the present invention. The present invention
can set the first threshold value T1 according to the maxi-
mum intensity of the optical signal S. For example, the first
threshold value T1 can be equal to twenty percent, forty
percent or sixty percent of the maximum intensity of the
optical signal S. The intensity of the optical signal S can
include a plurality of intensity magnitudes, and the intensity
magnitudes can form a wave shown in FIG. 2. The image
captured by the image detecting component 18 can include
a plurality of columns, and an amount of the columns
corresponds to pixels of the image. Each column includes
several pixel values, the maximum pixel value (or an aver-
age of two largest pixel values) of the column can be a
typical weight of the said column, so that each intensity
magnitude of the optical signal S represents the typical
weight of the corresponding column in the image whereon
the optical signal S is projected. For example, a peak of the
optical signal S corresponds to the column having the largest
typical weight of in the image.

With the power consumption of the active touch medium
14, the peak of the optical signal S is descended. The
processor 20 can repeatedly compare the first threshold
value T1 and the intensity of the optical signal S according
to a predetermined period. The processor 20 can actuate the
low power mode when the intensity of the optical signal S
is lower than the first threshold value T1, so that the optical
touch system 10 of the present invention can detect the
power (electric quantity) of the active touch medium 14, and
execute the auxiliary function according to magnitude of the
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power. As shown in FIG. 2, the first threshold value T1 is
decreased to delay the actuating time of the low power
mode.

Please refer to FIG. 3. FIG. 3 is the other image detection
diagram of the optical touch system 10 according to the
embodiment of the present invention. The present invention
can set the second threshold value T2 according to back-
ground illumination of the image. For example, the second
threshold value T2 can be equal to eighty percent of the
background illumination. The second threshold value T2 can
include a plurality of threshold magnitudes to respectively
correspond to weight thresholds of the columns in the image.
Therefore, the processor 20 of the coordinate positioning
module 16 can compare the intensity of the optical signal S
and the second threshold value T2, determine a rendering
region of the optical signal S on the image according to the
peak of the optical signal S, and calculate the coordinates of
the active touch medium 14 by the rendering region of the
optical signal S. As shown in FIG. 3, the coordinate position
module 16 can accurately detect the optical signal S out-
putted from the active touch medium 14, which is in the low
power mode, when the second threshold value T2 is
decreased, so as to extend the usage time of the active touch
medium 14.

Please refer to FIG. 4. FIG. 4 is a flow chart of switching
the modes of the active touch medium 14 according to the
embodiment of the present invention. The method of switch-
ing the modes of the active touch medium 14 shown in FIG.
4 is applied to the active touch medium 14 shown in FIG. 1.
First, step 400 is executed to output the optical signal S. The
outputting frequency of the optical signal S is an initial
predetermined frequency of the active touch medium 14.
The processor 20 may output the operation command to
switch the optical touch system 10 into the low power mode
when the active touch medium 14 is deficient in power.
Then, step 402 is executed to receive the operation com-
mand, and step 404 is executed to decrease the outputting
frequency of the optical signal S according to the operation
command. The optical touch system 10 of the present
invention can control the active touch medium 14 in the low
power mode to selectively decrease the outputting fre-
quency, so as to reduce the power consumption of the active
touch medium 14 and further to extend the usage time of the
active touch medium 14.

Please refer to FIG. 5. FIG. 5 is a flow chart of detecting
the power of the active touch medium 14 according to the
embodiment of the present invention. The method of detect-
ing the power of the active touch medium 14 shown in FIG.
4 is applied to the coordinate positioning module 16 shown
in FIG. 1. First, step 500 is executed to initialize the optical
touch system 10. Then, step 502 is executed to actuate the
illumination detecting function. The processor 20 can drive
the image detecting component 18 to capture the image on
the panel 12, and the image includes the optical signal S
outputted from the active touch medium 14. Then, step 504
is executed to determine whether the intensity of the optical
signal S is sufficient. The intensity of the optical signal S can
be determined by following procedures. The processor 20
connects a memory module to read the first threshold value
T1, and compares the first threshold value T1 to the intensity
of the optical signal S.

As the intensity of the optical signal S is substantially
greater than the first threshold value T1, step 506 is executed
to detect the coordinates of the active touch medium 14. The
coordinates of the active touch medium 14 can be detected
by following procedures. The processor 20 connects the
memory module to read the second threshold value T2, and
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compares the intensity of the optical signal S to the second
threshold value T2. Then, the processor 20 can acquire the
rendering region of the optical signal Son the image when
one of the intensity magnitudes is greater than a correspond-
ing threshold magnitude of the second threshold value T2,
and further utilize the rendering region to calculate the
coordinates of the active touch medium 14 on the panel 12.

As the intensity of the optical signal S is substantially
smaller than the first threshold value T1, step 508 is executed
to actuate the low power mode. The low power mode
includes method of extending the usage time of the active
touch medium 14 and providing the prompt message with
power-deficiency information. For executing selection of the
low power mode, step 510 is executed to determine whether
the extend function is actuated. Step 512 can be executed to
not actuate the extend function of the active touch medium
14, and the prompt message with the power-deficiency
information is provided. The low power mode in step 512
can utilize characters, pattern, sound and beams to show the
prompt message with the power-deficiency information.
Application of the prompt message is not limited to the
above-mentioned embodiments, and depends on design
demand. Furthermore, step 514 is executed to determine
whether the threshold value is adjusted when the extend
function of the active touch medium 14 is selected and
actuated.

Step 516 can be executed to decrease the first threshold
value T1 or the second threshold value T2 as the user intends
to adjust the threshold value. The method of decreasing the
detecting threshold value of the image detecting component
18 is introduced as above illustration, and detailed descrip-
tion is omitted herein for simplicity. The user can selectively
decrease the first threshold value T1 only, or decrease the
second threshold value T2 only, or decrease the first thresh-
old value T1 and the second threshold value T2 simultane-
ously according to predetermined parameters of the coordi-
nate positioning module 16 and actual demand, so as to
effectively extend the usage time of the active touch medium
14. As the user does not adjust the threshold value, step 518
is executed to output the operation command to decrease the
outputting frequency of the optical signal S outputted from
the active touch medium 14 and the image capturing fre-
quency of the image detecting component 18. The power
consumption of the active touch medium 14 can be reduced
by step 518, so as to economize the power and to extend the
usage time.

In conclusion, the optical touch system of the present
invention can utilize the coordinate positioning module to
detect the intensity of the optical signal outputted from the
active touch medium. The optical signal can be visible light
or invisible light. When the image detecting component
captures the image with the optical signal, the processor can
compare the intensity of the optical signal to the first
threshold value, so as to determine whether the intensity of
the optical signal is sufficient. As the intensity of the optical
signal is sufficient, the processor executes the coordinate
positioning function of the active touch medium. As the
intensity of the optical signal is insufficient, the processor
can switch the optical touch system from several low power
modes, and one low power mode is selected according to the
surroundings, location and personal demand, such as pro-
viding the prompt message with the power deficiency infor-
mation, or other methods of extending the usage time of the
active touch medium and economizing the power consump-
tion.

Thus, the optical touch system, the method of detecting
the power of the active touch medium, and the method of
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switching the modes of the active touch medium of the
present invention do not use additional electronic compo-
nents. The optical touch system of the present invention can
utilize the existing equipment to directly detect the power of
the active touch medium, so as to be reference for switching
the operational modes of the active touch medium or pro-
viding the prompt message of battery exchange of the active
touch medium.

Those skilled in the art will readily observe that numerous
modifications and alterations of the device and method may
be made while retaining the teachings of the invention.
Accordingly, the above disclosure should be construed as
limited only by the metes and bounds of the appended
claims.

What is claimed is:

1. A method of detecting power of an active touch
medium, the method comprising:

capturing an image with an optical signal outputted from

the active touch medium;

reading a first threshold value;

comparing an intensity of the optical signal and the first

threshold value;

executing a low power mode to decrease a second thresh-

old value when the intensity of the optical signal is
substantially smaller than the first threshold value;
reading the second threshold value;

comparing the intensity of the optical signal and the

second threshold value;

determining an imaging region of the optical signal on the

image; and

calculating coordinates of the active touch medium

according to the imaging region of the optical signal.

2. The method of claim 1, wherein executing the low
power mode comprises:

providing a prompt message with information of power

deficiency.

3. The method of claim 1, wherein executing the low
power mode comprises:

outputting an operation command to control the active

touch medium to decrease an outputting frequency of
the optical signal.

4. The method of claim 3, wherein outputting the opera-
tion command comprises:

decreasing an image capturing frequency, wherein the

image capturing frequency corresponds to the output-
ting frequency of the optical signal.

5. The method of claim 1, wherein determining the
imaging region of the optical signal on the image comprises:

acquiring the imaging region when an intensity magnitude

of the intensity is substantially greater than a corre-
sponding threshold magnitude of the second threshold
value.

6. A coordinate positioning module having power detect-
ing function, the coordinate positioning module comprising:

an image detecting component for capturing an image

with an optical signal outputted from an active touch
medium; and

a processor electrically connected to the image detecting

component, the processor comparing an intensity of the
optical signal and a first threshold value, and executing
a low power mode when the intensity of the optical
signal is substantially smaller than the first threshold
value, the processor further comparing the intensity of
the optical signal with a second threshold value, deter-
mining an imaging region on the image by a comparing
result of the intensity of the optical signal and the
second threshold value, and calculating coordinates of
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the active touch medium according to the imaging
region of the optical signal, wherein the intensity of the
optical signal comprises a plurality of intensity mag-
nitudes, each intensity magnitude of the optical signal
represents a weight of corresponding column in the
image.
7. The coordinate positioning module of claim 6, wherein
the low power mode decreases the first threshold value or the
second threshold value.
8. The coordinate positioning module of claim 6, wherein
the coordinate positioning module further comprises:
a screen electrically connected to the processor, a prompt
message with information of power deficiency being
provided on the screen when the coordinate positioning
module executes the low power mode.
9. The coordinate positioning module of claim 6, wherein
the low power mode provides an operation command to
control the active touch medium to decrease an outputting
frequency of the optical signal.
10. The coordinate positioning module of claim 9,
wherein the low power mode further decreases an image
capturing frequency of the image detecting component
according to the operation command.
11. An optical touch system comprising:
a panel;
an active touch medium for outputting an optical signal,
the active touch medium being movably disposed on a
surface of the panel; and
a coordinate positioning module comprising:
an image detecting component for capturing the optical
signal projected on the panel to form an image; and

a processor electrically connected to the image detect-
ing component, the processor comparing an intensity
of the optical signal and a first threshold value, and
executing a low power mode mod when the intensity
of the optical signal is substantially smaller than the
first threshold value, the processor further comparing
the intensity of the optical signal with a second
threshold value, determining an imaging region on
the image by a comparing result of the intensity of
the optical signal and the second threshold value, and
calculating coordinates of the active touch medium
on the panel according to the imaging region of the
optical signal.

12. The optical touch system of claim 11, wherein the
intensity of the optical signal comprises a plurality of
intensity magnitudes, each intensity magnitude of the optical
signal represents a weight of corresponding column in the
image.

13. The optical touch system of claim 11, wherein the
second threshold value comprises a plurality of threshold
magnitudes, the threshold magnitudes respectively corre-
spond to weight thresholds of columns in the image.

14. The optical touch system of claim 11, wherein the low
power mode decreases the first threshold value or the second
threshold value.

15. The optical touch system of claim 11, wherein the
coordinate positioning module further comprises:

a screen electrically connected to the processor, a prompt
message with information of power deficiency being
provided on the screen when the coordinate positioning
module executes the low power mode.

16. The optical touch system of claim 11, wherein the low
power mode provides an operation command to control the
active touch medium to decrease an outputting frequency of
the optical signal.
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17. The optical touch system of claim 16, wherein the low
power mode further decreases an image capturing frequency
of the image detecting component according to the operation
command.

18. A method of detecting power of an active touch
medium, the method comprising:

capturing an image with an optical signal outputted from

the active touch medium;

reading a first threshold value;

comparing an intensity of the optical signal and the first
threshold value;

executing a low power mode when the intensity of the
optical signal is substantially smaller than the first
threshold value; and

decreasing the first threshold value to delay actuating time
of the low power mode.

19. A coordinate positioning module having power detect-

ing function, the coordinate positioning module comprising:
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an image detecting component for capturing an image
with an optical signal outputted from an active touch
medium; and

a processor electrically connected to the image detecting
component, the processor comparing an intensity of the
optical signal and a first threshold value, and executing
a low power mode mod when the intensity of the
optical signal is substantially smaller than the first
threshold value, the processor further comparing the
intensity of the optical signal with a second threshold
value, determining an imaging region on the image by
a comparing result of the intensity of the optical signal
and the second threshold value, and calculating coor-
dinates of the active touch medium according to the
imaging region of the optical signal, wherein the sec-
ond threshold value comprises a plurality of threshold
magnitudes and the threshold magnitudes respectively
correspond to weight thresholds of columns in the
image.



